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DHI-ISC-ETA0000
AM Label & Tag Samples Package

   Features

Suitable for product/product packaging
Excellent flexible process ensures easy fixing on product surface; 
Special circuit design and professional decoding point design ensure 
high detection performance

High detection performance
High-quality raw materials and exquisite craftsmanship

Low presence 
Small in size and can be attached to the surface of various goods with 
low presence

· Easy to use, suitable for most products    
· Small in size, able to provide concealed protection 
· Adopt non-woven fabric adhesive, which has good adhesion and less 
  residual adhesive 
· It can be used for product demonstration

Technical Specification

Performance 

Technology Acousto-Magnetic (AM)

Detection 
Frequency

58 KHz ± 0.5 KHz

AM Antenna 
Detection 
Distance

0.8 m-1.2 m (Based on system performance)

General

Contained Items
AM Label 200 Pcs,Waterproof AM Label 100 Pcs,Mini Pencil Tag 5 
Pcs,Pencil Tag 5 Pcs, Super Pencil Tag 5 Pcs

Package 
Dimensions

240 mm × 175 mm × 50 mm (9.45'' × 6.89'' × 1.97'')

Gross Weight 0.5 kg (1.10 lb)

   
The Acousto-Magnetic label can be used together with the 
Acousto-Magnetic antenna to effectively prevent the theft of the goods.

   Scene

Suitable for various product surfaces or product packaging.

Ordering Information

Type Model Description

AM Label & Tag 
Samples Package DHI-ISC-ETA0000

AM Label 200 Pcs,Waterproof 
AM Label 100 Pcs,Mini Pencil 
Tag 5 Pcs,Pencil Tag 5 Pcs,Super 
Pencil Tag 5 Pcs

Rev 001.001 © 2021 Dahua. All rights reserved. Design and specifications are subject to change without notice.
Pictures in the document are for reference only, and the actual product shall prevail.

Environmental 

Temperature
Maximum storage temperature not to exceed 50 °C for 96 hours at 
80% RH.

Humidity Unaffected by 80% humidity at 50 °C (122 °F), up to 96 hours.

  


